RECEIVED TOPSOIL TOPSOIL
PILE "I” 21 INSLOPE Lt plﬁg : A
TO BE RELOCATED.. i yds.
e PILE 'E
4,525 yds. o
FOPSOIL
Y PILE "B”
10,586 yds. =y ¢
. TRESTLE
RELOCATED MATERIAL ROAD
PILE 1" 1S ALSO IMPOUNDMENT FOR POND I”. T0 BE STORED ON TOP. (PUBL10)>;
PROPOSED TOPSOIL PILE 1" EXISTING TOPSOIL PILES "B” AND "E” EXISTING TOPSOIL PILE "A”
AREA = 0.47 ac. HEIGHT = 12" — 15’ AREA = 1.35 ac. AREA = 0.14 ac.
/ LEGEND:
TOPSOIL R vl EXISTING CONTOURS (2' INTERVAL)
PILE "H” (PUBLIC) . PROPOSED CONTOUR
577 yds.

2:1 INSLOPE

PILE "HY IS ALSO
IMPOUNDMENT FOR POND "H”.

PROPOSED TOPSOIL PILE "H”

AREA = 0.13 ac.

TOPSOIL \
PILE "F” \
1,643 yds. B\
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EXISTING TOPSOIL PILE "F”

HEIGHT = 12" — 15’

AREA = 0.30 ac.

-

TOPSOIL

PILE-"P”
19, 808 yds.

PROPOSED TOPSOIL PILE ”P”
AREA = 1.57 ac. HEIGHT = 12' — 15’
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EXISTING TOPSOIL PILE PERIMETER
PROPOSED TOPSOIL PILE PERIMETER
MMM NEW BERM

S ANDALEX
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WILDCAT LOADOUT
TOPSOIL PILE DETAILS
EXISTING AND PROPOSED
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